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(4) UL 1314, Standard for Special-Pro-
pose Containers, 1st Ed. (revised Feb-
ruary 7, 1984), (“UL 1314”), IBR ap-
proved for §147.45.

[USCG-2006-24797, 77 FR 33885, June 7, 2012, as
amended by USCG-2013-0671, 78 FR 60154,
Sept. 30, 2013]

§147.8 OMB control numbers assigned
pursuant to the Paperwork Reduc-
tion Act.

(a) Purpose. This section collects and
displays the control numbers assigned
to information collection and record-
keeping requirements in this sub-
chapter by the Office of Management
and Budget (OMB) pursuant to the Pa-
perwork Reduction Act of 1980 (44
U.S.C. 3501 et seq.). The Coast Guard in-
tends that this section comply with the
requirements of 44 U.S.C. 3507(f), which
requires that agencies display a cur-
rent control number assigned by the
Director of the OMB for each approved
agency information collection require-
ment.

(b) Display.
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§147.9 ... 1625-0034
§147.30 .. 1625-0034
§147.40 .. . 1625-0034
§147.60(C)(2) vvrvvvveeeeiereirreeieeeeeeeere s 1625-0034

[CGD 88-072, 53 FR 34298, Sept. 6, 1988, CGD
88-072, 53 FR 37570, Sept. 27, 1988, as amended
by USCG-2004-18884, 69 FR 58349, Sept. 30,
2004]

§147.9 Waivers.

(a) Any requirement in this part may
be waived on a case by case basis if it
is determined by Commandant (CG-
ENG) that the requirement is impracti-
cable under the circumstances and that
an acceptable level of safety can be
maintained.

(b) Requests for issuance of a waiver
must be in writing and contain a de-
tailed explanation of—

(1) Why the requirement is impracti-
cable; and

§147.33

(2) What measures will be taken to
maintain an acceptable or equivalent
level of safety.

[CGD 84-044, 53 FR 7749, Mar. 10, 1988, as
amended by CGD 95-072, 60 FR 50465, Sept. 29,
1995; CGD 96-041, 61 FR 50731, Sept. 27, 1996;
USCG-2013-0671, 78 FR 60154, Sept. 30, 2013]

§147.15 Hazardous ships’ stores per-
mitted on board vessels.

Unless prohibited under subpart B of
this part, any hazardous material may
be on board a vessel as ships’ stores if
the material—

(a) Is labeled according to §147.30;
and

(b) Meets the requirements, if any, in
subpart B of this part applicable to the
material.

§147.30 Labeling.

(a) Except as provided in paragraph
(b) of this section, all immediate recep-
tacles, containers, or packages con-
taining hazardous ships’ stores must be
labeled in English with the following
information concerning the contents:

(1) Technical name or proper shipping
name.

(2) For hazardous ships’ stores other
than liquid fuels, manufacturer’s or
supplier’s name and address.

(3) Hazard -classification under 49
CFR 172.101, 173.2, and 173.2(a).

(4) For hazardous ships’ stores other
than liquid fuels, step by step proce-
dures for proper use.

(5) First aid instructions in the event
of personnel contact, including anti-
dotes in the event of ingestion.

(6) Stowage and segregation require-
ments.

(b) Hazardous ships’ stores that are
consumer commodities labeled in ac-
cordance with the Federal Hazardous
Substances Act Regulations in 16 CFR
part 1500 need not be labeled as speci-
fied in paragraph (a) of this section.

[CGD 84-044, 53 FR 7749, Mar. 10, 1988, as
amended by CGD 97-057, 62 FR 51048, Sept. 30,
1997; USCG-2005-22329, 70 FR 57183, Sept. 30,
2005]

§147.33 Right of appeal.

Any person directly affected by a de-
cision or action taken under this part,
by or on behalf of the Coast Guard,



§147.35

may appeal therefrom in accordance
with subpart 1.03 of this chapter.

[CGD 88-033, 54 FR 50381, Dec. 6, 1989; 55 FR
21386, May 24, 1990]

Subpart B—Stowage and Other
Special Requirements for Par-
ticular Materials

§147.35 Purpose of subpart.

This subpart prescribes special re-
quirements applicable to particular,
named materials. These requirements
are in addition to the general require-
ments in subpart A applicable to those
materials.

§147.40 Materials requiring Com-

mandant (CG-OES) approval.

(a) Commandant (CG-ENG) approval
is required before the following haz-
ardous materials may be on board a
vessel as ships’ stores:

(1) Poison gases of Class 2, Division
2.3 and toxic liquids of Class 6, Division
6.1 which are poisonous by inhalation
in Hazard Zone A.

(2) Explosives of Divisions 1.1 or 1.2.

(3) Flammable gases, other than
those addressed specifically in this sub-
part.

(4) Forbidden materials listed in 49
CFR 172.101.

(b) Request for approval must be sub-
mitted to the Commandant (CG-ENG),
identify the material, and explain the
need for its use.

(c) Upon approval, the material is
added to the list of materials approved
under this section. A copy of this list is
available from the Commandant (CG-
ENG) at the address in §147.5.

[CGD 84-044, 53 FR 7749, Mar. 10, 1988, as
amended by CGD 95-072, 60 FR 50465, Sept. 29,
19955; CGD 96-041, 61 FR 50731, Sept. 27, 1996;
CGD 97-057, 62 FR 51048, Sept. 30, 1997; USCG—
2013-0671, 78 FR 60154, Sept. 30, 2013]

§147.45 Flammable and combustible
liquids.

(a) This section applies to the stow-
age and transfer of flammable and
combustible liquids (including gasoline
and diesel oil), other than liquids used
as fuel for cooking, heating, and light-
ing under §147.50.

(b) No flammable or combustible lig-
uids may be stowed in any accommoda-
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tion, control, or service space (other
than a paint locker).

(c) No more than 19 liters (five gal-
lons) of flammable liquids may be
stowed in any machinery space. The
flammable liquids must be in con-
tainers of 3.8 liters (one gallon) or less.

(d) No more than 208 liters (55 gal-
lons) of combustible liquids may be
stowed in any machinery space.

(e) An aggregate of more than 7.6 li-
ters (two gallons) of flammable or com-
bustible liquids stowed outside of an
accommodation, control, or service,
space (other than a paint locker) or
outside of a machinery space must be
stowed in a paint locker that is marked
with a warning sign indicating flam-
mable or combustible liquid storage.

(f) Flammable and combustible liq-
uids used as fuel for portable auxiliary
equipment must be stored in—

(1) Integral tanks that form part of
the vessel’s structure;

(2) An independent tank meeting the
requirements of subpart 58.50 of Part 58
of this chapter;

(3) A non-bulk packaging authorized
for Class 3 (flammable) liquids or com-
bustible liquids under 49 CFR 173.201,
173.202, or 173.203, as referenced for the
specific liquid in column 8B of the Haz-
ardous Materials Table of 49 CFR
172.101.

(4) A portable outboard fuel tank
meeting the specifications of ABYC H-
25-81 (incorporated by reference, see
§147.7) or one identified by Under-
writers Laboratories as meeting the
specifications of UL 1185 (incorporated
by reference, see §147.7);

(5) A portable safety container iden-
tified by Underwriters Laboratories as
meeting the specifications of UL 30 or
UL 1313 (both incorporated by ref-
erence, see §147.7); or

(6) A portable safety container iden-
tified by Underwriters Laboratories as
meeting the requirements of UL 1314
(incorporated by reference, see §147.7).

(g) Each portable container of flam-
mable or combustible liquid used for
portable auxiliary equipment must be
stowed in a paint locker or an open lo-
cation designated by the master.

(h) Fuel tanks for portable auxiliary
equipment using flammable or combus-
tible liquids may only be refilled on a
vessel—
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